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1
SWITCH ARCHITECTURE FOR TDMA AND
FDD MULTIPLEXING

FIELD OF THE INVENTION

The present invention relates to a switch architecture for a
mobile terminal and more particularly relates to a switch
architecture for Time Division Multiple Access (TDMA) and
Frequency Division Duplex (FDD) multiplexing in a mobile
terminal.

BACKGROUND OF THE INVENTION

As wireless communication standards evolve, a need has
arisen for a mobile terminal that accommodates both the
Global System for Mobile Communication (GSM) standard
and Wide-Band Code Division Multiple Access (WCDMA)
standards, such as the Universal Mobile Telecommunication
System (UMTS) Terrestrial Radio Access Frequency Divi-
sion Duplex (UTRA/FDD) standard. A mobile terminal
accommodating both of these standards includes transmit and
receive circuitry for GSM operation and transmit and receive
circuitry for UTRA/FDD operation. Since it is also desirable
for the mobile terminal to include a single antenna, there
remains a need for a switch architecture that couples transmit
and receive circuitry for GSM operation to the antenna during
GSM operation and couples transmit and receive circuitry for
UTRA/FDD operation to the antenna during UTRA/FDD
operation.

A conventional switch architecture that may be used for
this purpose simply includes controllable switches for cou-
pling each of the transmit and receive paths for GSM opera-
tion to the antenna during GSM operation and a controllable
switch for coupling the UTRA/FDD transceiver to the
antenna during UTRA/FDD operation. However, a major
problem for this architecture is intermodulation distortion.
More specifically, during UTRA/FDD operation, the transmit
frequency from the UTRA/FDD transceiver mixes with
blocking signals, such as transmit signals from nearby mobile
terminals, to produce intermodulation distortion that disturbs
the UTRA/FDD reception and degrades the operation of the
mobile terminal.

Thus, there remains a need for a switch architecture that
reduces or substantially eliminates non-linearities during
FDD operation such that a magnitude of intermodulation
distortion during FDD operation is substantially reduced.

SUMMARY OF THE INVENTION

The present invention provides switching circuitry for a
mobile terminal having a Time Division Multiple Access
(TDMA) mode of operation and a Frequency Division
Duplex (FDD) mode of operation. In general, the switching
circuitry includes resonant tank circuitry having a control-
lable resonant frequency and an output coupled to an antenna
of the mobile terminal. The switching circuitry also includes
a TDMA transmit switch that couples TDMA transmit cir-
cuitry to an input of the resonant tank circuitry when trans-
mitting in the TDMA mode of operation, a TDMA receive
switch that couples TDMA receive circuitry to the input of the
resonant tank circuitry when receiving in the TDMA mode of
operation, and a FDD switch that couples a FDD transceiver
to the output of the resonant tank circuitry when in the FDD
mode of operation. When operating in the FDD mode of
operation, the FDD switch couples the FDD transceiver to the
antenna, and the controllable resonant frequency is controlled

10

25

30

35

40

45

50

2

such that the resonant tank circuitry isolates the TDMA trans-
mit and receive switches from the antenna.

In one embodiment, when in the FDD mode of operation,
the controllable resonant frequency may be set to be approxi-
mately equal to a center frequency of a transmit frequency
band of the FDD transceiver in order to isolate the TDMA
transmit and receive switches from the antenna. When in the
TDMA mode of operation, the controllable resonant fre-
quency is controlled such that the TDMA transmit and receive
switches are not isolated from the antenna. Further, in one
embodiment, when in the TDMA mode of operation, the
controllable resonant frequency may be set to provide attenu-
ation of a harmonic of a center frequency of the desired
transmit frequency for the TDMA mode of operation.

To accommodate numerous frequency bands for the
TDMA mode of operation, the switching circuitry may
include numerous TDMA transmit and receive switches each
coupling corresponding TDMA transmit or receive circuitry
to the input of the resonant tank circuitry.

Those skilled in the art will appreciate the scope of the
present invention and realize additional aspects thereof after
reading the following detailed description of the preferred
embodiments in association with the accompanying drawing
figures.

BRIEF DESCRIPTION OF THE DRAWING
FIGURES

The accompanying drawing figures incorporated in and
forming a part of this specification illustrate several aspects of
the invention, and together with the description serve to
explain the principles of the invention.

FIG. 1 illustrates an exemplary mobile terminal including
switching circuitry for Time Division Multiple Access
(TDMA) and Frequency Division Duplex (FDD) multiplex-
ing according to one embodiment of the present invention;

FIG. 2 illustrates the switching circuitry of FIG. 1 accord-
ing to one embodiment of the present invention; and

FIGS. 3A and 3B illustrate exemplary embodiments of the
switching circuitry of FIG. 2 according to the present inven-
tion.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

The embodiments set forth below represent the necessary
information to enable those skilled in the art to practice the
invention and illustrate the best mode of practicing the inven-
tion. Upon reading the following description in light of the
accompanying drawing figures, those skilled in the art will
understand the concepts of the invention and will recognize
applications of these concepts not particularly addressed
herein. It should be understood that these concepts and appli-
cations fall within the scope of the disclosure and the accom-
panying claims.

The present invention may be incorporated in a mobile
terminal 10, such as a mobile telephone, wireless personal
digital assistant, wireless Local Area Network (LAN) device,
wireless base station, or like wireless communication device.
The basic architecture of an exemplary mobile terminal 10 is
represented in FIG. 1 and may include a receiver front ends
12A-12C, radio frequency transmitters 14A and 14B, a Fre-
quency Division Duplex (FDD) transceiver 16, an antenna 18,
switching circuitry 20, a baseband processor 22, a control
system 24, and an interface 26. The FDD transceiver 16
includes a FDD receiver front end 28, a FDD transmitter 30,
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and a duplexer 32, and operates to transmit and receive radio
frequency signals simultaneously, as will be apparent to one
of ordinary skill in the art.

The receiver front end 12A receives information bearing
radio frequency signals in a first frequency band from one or
more remote transmitters provided by a base station. A low
noise amplifier 34 amplifies the signal. A filter circuit 36
minimizes broadband interference in the received signal,
while downconversion and digitization circuitry 38 down-
converts the filtered, received signal to an intermediate or
baseband frequency signal, which is then digitized into one or
more digital streams. The receiver front end 12A typically
uses one or more mixing frequencies generated by a fre-
quency synthesizer (not shown).

The baseband processor 22 processes the digitized
received signal to extract the information or data bits con-
veyed in the received signal. This processing typically com-
prises demodulation, decoding, and error correction opera-
tions. As such, the baseband processor 22 is generally
implemented in one or more digital signal processors (DSPs).

The receiver front ends 12B and 12C are similar in detail to
the receiver front end 12A and operate to receive information
bearing radio frequency signals in second and third frequency
bands, respectively. The FDD receiver front end 28 is also
similar in detail to the receiver front end 12A and operates to
receive radio frequency signals in a receive frequency band of
the FDD transceiver 16.

Referring to the radio frequency transmitter 14A, the base-
band processor 22 receives digitized data, which may repre-
sent voice, data, or control information, from the control
system 24, which it encodes for transmission. The encoded
data is output to the radio frequency transmitter 14A, where it
is used by a modulator 40 to modulate a carrier signal that is
at a desired transmit frequency. Power amplifier circuitry 42
amplifies the modulated carrier signal to a level appropriate
for transmission, and delivers the modulated carrier signal to
antenna 18 through a matching network 44.

The radio frequency transmitter 14B is similar in detail to
the radio frequency transmitter 14A. However, the radio fre-
quency transmitter 14B operates in a different frequency band
than the radio frequency transmitter 14A. The FDD transmit-
ter 30 is also similar in detail to the radio frequency transmit-
ter 14A and operates to transmit radio frequency signals in a
transmit frequency band of the FDD transceiver 16.

A user may interact with the mobile terminal 10 via the
interface 26, which may include interface circuitry 46 asso-
ciated with a microphone 48, a speaker 50, a keypad 52, and
a display 54. The interface circuitry 46 typically includes
analog-to-digital converters, digital-to-analog converters,
amplifiers, and the like. Additionally, it may include a voice
encoder/decoder, in which case it may communicate directly
with the baseband processor 20.

The microphone 48 will typically convert audio input, such
as the user’s voice, into an electrical signal, which is then
digitized and passed directly or indirectly to the baseband
processor 20. Audio information encoded in the received
signal is recovered by the baseband processor 20, and con-
verted by the interface circuitry 46 into an analog signal
suitable for driving speaker 50. The keypad 52 and display 54
enable the user to interact with the mobile terminal 10, input
numbers to be dialed, address book information, or the like, as
well as monitor call progress information.

As an exemplary embodiment, the mobile terminal 10 may
operate according to either a Time Division Multiple Access
(TDMA) standard, such as the Global System for Mobile
Communications (GSM) standard, or a Frequency Division
Duplex (FDD) standard, such as the Universal Mobile Tele-
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communication System (UMTS) Terrestrial Radio Access
Frequency Division Duplex (UTRA/FDD) standard. Accord-
ingly, the receiver front ends 12A-12C may operate to receive
radio frequency signals in any three of the GSM frequency
bands (GSM 850, EGSM 900, GSM 1800, GSM 1900). For
example, the receiver front end 12A may operate to receive
radio frequency signals in the GSM 850 frequency band, the
receiver front end 12B may operate to receive radio frequency
signals in the EGSM 900 frequency band, and the receiver
front end 12C may operate to receive radio frequency signals
in the GSM 1800 frequency band. It should be noted that in
another embodiment, the mobile terminal 10 may include a
fourth receiver front end (not shown) similar to the receiver
front ends 12A-12C such that the mobile terminal 10 includes
four receiver front ends each operating to receive one of the
GSM frequency bands.

The radio frequency transmitter 14A may operate to trans-
mit radio frequency signals in the GSM 1800 and GSM 1900
frequency bands, also referred to herein as “GSM high
bands.” The radio frequency transmitter 14B may operate to
transmit radio frequency signals in the GSM 850 and EGSM
900 frequency bands, also referred to herein as “GSM low
bands.” The FDD transceiver 16 may operate to simulta-
neously transmit and receive radio frequency signals in any
one of the six UTRA/FDD frequency bands. These frequency
bands are shown in Table 1 below.

TABLE 1
System and Band Tx Frequency Band Rx Frequency Band
GSM 850 824-849 MHz 869-894 MHz
GSM 900 880-915 MHz 925-960 MHz
GSM 1800 (DCS) 1710-1785 MHz 1805-1880 MHz
GSM 1900 (PCS) 1850-1910 MHz 1930-1990 MHz
UTRA/FDD band I 1920-1980 MHz 2110-2160 MHz
UTRA/FDD band I 1850-1910 MHz 1930-1990 MHz
UTRA/FDD band IIT 1710-1785 MHz 1805-1880 MHz
UTRA/FDD band IV 1710-1755 MHz 2110-2155 MHz
UTRA/FDD band V 824-849 MHz 869-894 MHz
UTRA/FDD band VI 830-840 MHz 875-885 MHz

In operation, the control system 24 operates to control the
switching circuitry 20 such that only one of the receiver front
ends 12A-12C, the radio frequency transmitters 14A and
14B, or the FDD transceiver 16 is coupled to the antenna 18
depending on the desired mode of operation.

FIG. 2 illustrates an exemplary embodiment of the switch-
ing circuitry 20 according to one embodiment of the present
invention. The switching circuitry 20 includes TDMA
receiver ports 56A-56C coupled to the receiver front ends
12A-12C (FIG. 1), respectively, TDMA transmitter ports
58A, 58B coupled to the radio frequency transmitters 14A
and 14B (FIG. 1), respectively, and a FDD port 60 coupled to
the duplexer 32 (FIG. 1) of the FDD transceiver 16. The
TDMA receiver ports 56 A-56C are coupled to an input ter-
minal of a resonant tank circuitry 62 by receive switches
64A-64C, and the TDMA transmitter ports 5S8A, 58B are
coupled to the input terminal of the resonant tank circuitry 62
by transmit switches 66A and 66B. The FDD port 60 is
coupled to an output terminal of the resonant tank circuitry 62
by FDD switch 68. The switches 64A, 64B, 64C, 66A, 668,
and 68 are controlled by control signals CNTRL1-CNTRLS6,
respectively. The control signals CNTRL1-CNTRL6 and a
control signal CNTRL 7 for controlling the resonant tank
circuitry 62 may be provided by the control system 24 (FIG.
1) based on the desired mode of operation. Each of the
switches 64A-64C, 66A, 66B, and 68 may be transistor
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switches including one or more transistors, as will be appar-
ent to one of ordinary skill in the art upon reading this disclo-
sure.

It should be noted that the switching circuitry 20 may
include any number of receive switches 64 and transmit
switches 66 depending on the particular implementation. For
example, as discussed above, the mobile terminal 10 may
include four receiver front ends 12, each receiving radio fre-
quency signals in one of the four GSM frequency bands. For
this embodiment, the switching circuitry 20 may include four
receive switches 64 rather than the three receive switches
64A-64C illustrated in FIG. 2.

The resonant tank circuitry 62 operates to isolate the
switches 64A-64C and 66A-66B from the antenna 18 when
the FDD switch 68 is closed during operation of the FDD
transceiver 16. More specifically, the control signal CNTRL7
is provided such that a resonant frequency of the resonant
tank circuitry 62 is essentially equal to a transmit frequency of
the FDD transceiver 16 when the FDD switch 68 is closed for
FDD operation. By doing so, the linearity of the switching
circuitry 20 is increased, thereby decreasing the magnitude of
intermodulation distortion caused by mixing of the transmit
frequency of the FDD transceiver 16 and blocking signals,
such as signals transmitted from nearby mobile terminals.

More specifically, by isolating the switches 64A-64C and
66A-66B from the antenna 18 during FDD operation, nonlin-
earities caused by voltages seen at the switches 64A-64C and
66A-66B are substantially reduced if not completely elimi-
nated. As a result, the linearity of the switching circuitry 20 is
increased for FDD mode, and the magnitudes of the inter-
modulation distortion products are reduced, thereby improv-
ing the performance of the switching circuitry 20.

As an example, assume that the mobile terminal of FIG. 1
supports the GSM bands and one of the UTRA/FDD bands
(see Table 1 above). When the FDD switch 68 is closed for the
UTRA/FDD mode of operation, the control signal CNTRL7
controls the resonant tank circuitry 62 such that the resonant
frequency of the resonant tank circuitry 62 is essentially equal
to the center frequency of a transmit frequency band of the
FDD transceiver 16. Thus, for the transmit frequency of the
FDD transceiver 16, the impedance of the resonant tank cir-
cuitry 62 for the transmit frequency of the FDD transceiver 16
is theoretically infinite and in actual implementation very
large. For example, the impedance of the resonant tank cir-
cuitry 62 may be 1 MQ for the transmit frequency of the FDD
transceiver 16. As such, the resonant tank circuitry 62 isolates
the switches 64A-64C and 66A-66B, which are in the off
state, from the antenna 18.

When the mobile terminal 10 switches to a GSM mode of
operation, one of the receive switches 64A-64C is closed
when receiving radio frequency signals, and one of the trans-
mit switches 66 A-66B is closed when transmitting radio fre-
quency signals. When in the GSM mode of operation, the
FDD switch 68 is open and the control signal CNTRL7 is
provided such that the resonant frequency of the resonant tank
circuitry 62 is not near the center frequency of the transmit
frequency band of the desired GSM frequency band. More
specifically, the resonant frequency of the resonant tank cir-
cuitry 62 is controlled such that the resonant tank circuitry 62
provides a low impedance path between the switches 64A-
64C and 66A-66B during GSM operation. In one embodi-
ment, the resonant frequency of the resonant tank circuitry 62
may be set to a frequency near a harmonic of the center
frequency of the transmit frequency band. For example, the
resonant frequency may be set to 3.6 GHz to provide attenu-
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6

ation of the second harmonic of the GSM high band transmit
frequencies when operating in either GSM 1800 or GSM
1900 mode.

FIGS. 3A and 3B illustrate exemplary embodiments of the
resonant tank circuitry 62. As illustrated in FIG. 3A, the
resonant tank circuitry 62 includes an inductor L, capacitors
C1 and C2, and switch 70. As will be appreciated by one of
ordinary skill in the art, the resonant tank circuitry 62 has a
first resonant frequency f1 when the switch 70 is open and a
second resonant frequency f2 when the switch 70 is closed.
The values for the inductor L. and capacitors C1 and C2 are
predetermined such that the first resonant frequency f1 is
essentially equal to a center frequency of a transmit frequency
band of the FDD transceiver 16, and the second resonant
frequency f2 corresponds to a low impedance for the transmit
and receive frequencies associated with the ports 56 A-56C
and 58A-58B for TDMA operation.

Shunt switch 72 is optional and may be included to provide
additional isolation during FDD operation. More specifically,
control signal CNTRLS8 may be provided by the control sys-
tem 24 such that the shunt switch 72 is closed to provide a
shunt path to ground, or some other reference voltage, during
FDD operation.

As an example of the operation of the switching circuitry
20 of FIG. 3A, if the mobile terminal 10 (FIG. 1) supports the
GSM bands and UTRA/FDD band I described in Table 1
above, the first resonant frequency f1 may be approximately
equal to a center frequency of the transmit frequency band of
UTRA/FDD band I, which is approximately 1950 MHz. The
second resonant frequency f2 may be equal to approximately
3600 MHz to provide attenuation of the second harmonic of
the high band transmit frequency bands (GSM 1800 and GSM
1900). Thus, in operation, when in FDD mode, the switch 70
is opened and the resonant frequency of the resonant tank
circuitry 62 is set to the first resonant frequency f1, which for
this example is 1950 MHz. As a result, the switches 64A-64C
and 66A-66B are isolated from the antenna 18. When oper-
ating in one of the GSM bands, the switch 70 is closed and the
resonant frequency of the resonant tank circuitry 62 is set to
the second resonant frequency 12, which for this example is
3600 MHz. As a result, the switches 64A-64C and 66A-668
are effectively coupled to the antenna 18. In addition, when
operating in either the GSM 1800 or the GSM 1900 band, the
resonant tank circuitry 62 operates to attenuate the second
harmonics of the transmit frequencies.

When operating in either the GSM 850 or the EGSM 900
band, the switch 70 may optionally be opened. This would be
beneficial when the desired UTRA/FDD band is one of
UTRA/FDD bands I-IV. Since the first resonant frequency is
1950 MHz for this example, by opening the switch 70 when
operating in either the GSM 850 or EGSM 900 bands, the
resonant tank circuitry 62 provides attenuation of the second
harmonic of the transmit frequencies for GSM 850 and
EGSM 900.

It should be noted that, in a similar fashion, the resonant
frequencies f1 and f2 may be predetermined to accommodate
any one of the UTRA/FDD bands and the GSM frequency
bands.

FIG. 3B illustrates an embodiment of the resonant tank
circuitry 62 having multiple states corresponding to multiple
FDD frequency bands. More particularly, the resonant tank
circuitry 62 of this embodiment has multiple states corre-
sponding to the five UTRA/FDD bands. As an example,
switches 70A-70E are controlled by control signals
CNTRL7A-CNTRL7E from the control system 24. For
UTRA/FDD band 1, all of the switches 70A-70E may be
opened to provide a first resonant frequency approximately
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equal to a center frequency of the transmit band for UTRA/
FDD band 1. For UTRA/FDD band II, switch 70A may be
closed and switches 70B-70E may be opened to provide a
second resonant frequency approximately equal to a center
frequency of the transmit band for UTRA/FDD band I1. Simi-
larly, the switches 70A-70E may be controlled to provide
third, fourth, and fifth resonant frequencies approximately
equal to a center frequency of the transmit band for UTRA/
FDD bands I1I-V. All of the switches 70A-70E may be closed
when operating in one of the GSM bands to provide a sixth
resonant frequency such that the switches 64A-64C and 66 A-
668 are not isolated from the antenna 18. Optionally, the sixth
resonant frequency may be selected to attenuate the second
harmonic of the transmit frequency for GSM 1800 and GSM
1900. For the low band GSM frequency bands (GSM 850 and
EGSM 900), the switches 70A-70E may optionally be con-
trolled such that the resonant tank circuitry 62 attenuates the
second harmonic of the transmit frequencies of the low band
GSM frequency bands.

It should be noted that the embodiments of the resonant
tank circuitry 62 illustrated in FIGS. 3A and 3B are exem-
plary. The resonant tank circuitry 62 may include any cir-
cuitry that may be controlled to provide high impedance at
desired frequencies. Further, the embodiment of FIG. 3B may
include any number of capacitors and switches depending on
the particular implementation and the number of frequency
bands that the user desires to accommodate.

In sum, the present invention provides switching circuitry
20 coupling the antenna 18 to a desired TDMA transmit or
receive path during TDMA operation and coupling the
antenna 18 to the FDD transceiver 16 during FDD operation.
The switching circuitry 20 includes the resonant tank cir-
cuitry 62 having a controllable resonant frequency that is
controlled to isolate the TDMA transmit and receive paths
from the antenna 18 during FDD operation. As a result of the
isolation provided by the resonant tank circuitry 62, the lin-
earity of the switching circuitry 20 is improved for FDD
operation such that intermodulation distortion is reduced.

Those skilled in the art will recognize improvements and
modifications to the preferred embodiments of the present
invention. All such improvements and modifications are con-
sidered within the scope of the concepts disclosed herein and
the claims that follow.

What is claimed is:

1. Switching circuitry for a mobile terminal having a Time
Division Multiple Access (TDMA) mode of operation and a
Frequency Division Duplex (FDD) mode of operation com-
prising:

resonant tank circuitry having a controllable resonant fre-

quency controlled by at least one control signal and an
output coupled to an antenna;

at least one receive path switch adapted to couple at least

one receiver front end to an input of the resonant tank
circuitry when the mobile terminal is in a receive mode
during TDMA operation;

at least one transmit path switch adapted to couple at least

one transmit circuit to the input of the resonant tank
circuitry when the mobile terminal is in a transmit mode
during TDMA operation; and

a FDD switch adapted to couple a FDD transceiver to the

output of the resonant tank circuitry during FDD opera-
tion;

wherein the at least one control signal is provided such that

the resonant tank circuitry substantially isolates the at
least one receive path switch and the atleast one transmit
path switch from the antenna during FDD operation.
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2. The switching circuitry of claim 1 wherein the FDD
mode of operation comprises a Universal Mobile Telecom-
munication System Terrestrial Radio Access (UTRA) FDD
mode of operation.

3. The switching circuitry of claim 2 wherein the TDMA
mode of operation comprises a Global System for Mobile
Communication (GSM) mode of operation.

4. The switching circuitry of claim 3 wherein the at least
one transmit circuit comprises a high band GSM transmit
circuit and a low band GSM transmit circuit, and the at least
one transmit path switch comprises:

a first transmit path switch adapted to couple the high band
GSM transmit circuit to the input of the resonant tank
circuitry when the mobile terminal is in a high band
transmit mode during GSM operation; and

a second transmit path switch adapted to couple the low
band GSM transmit circuit to the input of the resonant
tank circuitry when the mobile terminal is in a low band
transmit mode during GSM operation.

5. The switching circuitry of claim 4 wherein the at least
one receiver front end comprises a first receiver front end and
a second receiver front end, each adapted to receive radio
frequency signals in a receive frequency band selected from a
group of receive frequency bands consisting of the GSM 850
frequency band, the Extended Global System for Mobile
Communication (EGSM) 900 frequency band, the GSM 1800
frequency band, and the GSM 1900 frequency band, and the
at least one receive path switch comprises:

a first receive path switch adapted to couple the first
receiver front end to the input of the resonant tank cir-
cuitry when the mobile terminal is in a first receive mode
during GSM operation; and

a second receive path switch adapted to couple the second
receiver front end to the input of the resonant tank cir-
cuitry when the mobile terminal is in a second receive
mode during GSM operation.

6. The switching circuitry of claim 1 wherein the resonant
tank circuitry is configured such that the resonant tank cir-
cuitry provides a high impedance at the controllable resonant
frequency of the resonant tank circuitry.

7. The switching circuitry of claim 6 wherein the at least
one control signal is further provided such that the control-
lable resonant frequency is approximately equal to a center
frequency of a FDD transmit frequency band of the FDD
transceiver during FDD operation.

8. The switching circuitry of claim 6 wherein the at least
one control signal is further provided such that the control-
lable resonant frequency is approximately equal to a center
frequency of a desired one of a plurality of FDD transmit
frequency bands corresponding to a transmit frequency band
of'the FDD transceiver during FDD operation.

9. The switching circuitry of claim 6 wherein the at least
one control signal is further provided such that the control-
lable resonant frequency is equal to a desired resonant fre-
quency providing a low impedance connection between the at
least one receive path and transmit path switches and the
antenna during TDMA operation.

10. The switching circuitry of claim 9 wherein the desired
resonant frequency during TDMA operation is approxi-
mately equal to a harmonic of a center frequency of a fre-
quency band of the at least one transmit circuit.

11. The switching circuitry of claim 1 wherein the resonant
tank circuitry has a band-stop filter response having a maxi-
mum impedance at the controllable resonant frequency of the
resonant tank circuitry.
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12. The switching circuitry of claim 11 wherein the reso-
nant tank circuitry comprises a parallel LC circuit having a
controllable capacitance.

13. A mobile terminal having a Time Division Multiple
Access (TDMA) mode of operation and a Frequency Division
Duplex (FDD) mode of operation comprising:

at least one receiver front end adapted to receive radio

frequency signals in a TDMA receive frequency band;
at least one transmit circuit adapted to transmit radio fre-
quency signals in a TDMA transmit frequency band;

FDD transceiver circuitry adapted to simultaneously trans-

mit radio frequency signals in a FDD transmit frequency
band and receive radio frequency signals in a FDD
receive frequency band; and

switching circuitry comprising:

resonant tank circuitry having a controllable resonant
frequency controlled by at least one control signal and
an output coupled to an antenna;

at least one receive path switch adapted to couple the at
least one receiver front end to an input of the resonant
tank circuitry when in a receive mode during TDMA
operation;

at least one transmit path switch adapted to couple the at
least one transmit circuit to the input of the resonant
tank circuitry when in a transmit mode during TDMA
operation; and

a FDD switch adapted to couple the FDD transceiver
circuitry to the output of the resonant tank circuitry
during FDD operation;

wherein the at least one control signal is provided such that

the resonant tank circuitry substantially isolates the at
least one receive path switch and the atleast one transmit
path switch from the antenna during FDD operation.

14. The mobile terminal of claim 13 wherein the FDD
mode of operation comprises a Universal Mobile Telecom-
munication System Terrestrial Radio Access (UTRA) FDD
mode of operation.

15. The mobile terminal of claim 14 wherein the TDMA
mode of operation comprises a Global System for Mobile
Communication (GSM) mode of operation.

16. The mobile terminal of claim 15 wherein the at least
one transmit circuit comprises a high band GSM transmit
circuit and a low band GSM transmit circuit, and the at least
one transmit path switch comprises:

afirst transmit path switch adapted to couple the high band

GSM transmit circuit to the input of the resonant tank
circuitry when the mobile terminal is in a high band
transmit mode during GSM operation; and

a second transmit path switch adapted to couple the low

band GSM transmit circuit to the input of the resonant
tank circuitry when the mobile terminal is in a low band
transmit mode during GSM operation.

17. The mobile terminal of claim 16 wherein the at least
one receiver front end comprises a first receiver front end and
a second receiver front end, each adapted to receive radio
frequency signals in a receive frequency band selected from a
group of receive frequency bands consisting of the GSM 850
frequency band, the Extended Global System for Mobile
Communication (EGSM) 900 frequency band, the GSM 1800
frequency band, and the GSM 1900 frequency band, and the
at least one receive path switch comprises:

a first receive path switch adapted to couple the first

receiver front end to the input of the resonant tank cir-
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cuitry when the mobile terminal is in a first receive mode
during GSM operation; and

a second receive path switch adapted to couple the second

receiver front end to the input of the resonant tank cir-
cuitry when the mobile terminal is in a second receive
mode during GSM operation.

18. The mobile terminal of claim 13 further comprising a
control system adapted to provide the at least one control
signal.

19. The mobile terminal of claim 13 wherein the resonant
tank circuitry is configured such that the resonant tank cir-
cuitry provides a high impedance at the controllable resonant
frequency of the resonant tank circuitry.

20. The mobile terminal of claim 19 wherein the at least
one control signal is further provided such that the control-
lable resonant frequency is approximately equal to a center
frequency of the FDD transmit frequency band of the FDD
transceiver circuitry during FDD operation.

21. The mobile terminal of claim 19 wherein the at least
one control signal is further provided such that the control-
lable resonant frequency is approximately equal to a center
frequency of a desired one of a plurality of FDD transmit
frequency bands corresponding to a transmit frequency band
of'the FDD transceiver circuitry during FDD operation.

22. The mobile terminal of claim 19 wherein the at least
one control signal is further provided such that the control-
lable resonant frequency is equal to a desired resonant fre-
quency providing a low impedance connection between the at
least one receive path and transmit path switches and the
antenna during TDMA operation.

23. The mobile terminal of claim 22 wherein the desired
resonant frequency during TDMA operation is approxi-
mately equal to a harmonic of a center frequency of a fre-
quency band of the at least one transmit circuit.

24. The mobile terminal of claim 13 wherein the resonant
tank circuitry has a band-stop filter response having a maxi-
mum impedance at the controllable resonant frequency of the
resonant tank circuitry.

25. The mobile terminal of claim 24 wherein the resonant
tank circuitry comprises a parallel LC circuit having a con-
trollable capacitance.

26. A method of switching between a Time Division Mul-
tiple Access (TDMA) mode of operation and a Frequency
Division Duplex (FDD) mode of operation in a mobile ter-
minal comprising:

providing resonant tank circuitry having a controllable

resonant frequency controlled by at least one control
signal and an output coupled to an antenna;

providing at least one receive path switch adapted to couple

at least one receiver front end to an input of the resonant
tank circuitry when the mobile terminal is in a receive
mode during TDMA operation;

providing at least one transmit path switch adapted to

couple at least one transmit circuit to the input of the
resonant tank circuitry when the mobile terminal is in a
transmit mode during TDMA operation;
providing a FDD switch adapted to couple a FDD trans-
ceiver to the output of the resonant tank circuitry during
FDD operation; and

providing the at least one control signal such that the reso-
nant tank circuitry substantially isolates the at least one
receive path switch and the at least one transmit path
switch from the antenna during FDD operation.
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